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GOR
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SUBMIT IN ,ATE* Form approved.
For4n 9-0810 Budget Bureau No. 42-R1425.

(May 1963) (Other instrue on
UNTTEDSTATES reverse =ise)

DEPARTMENTOF THE INTERIOR 5. LEASE DESIGNATION AND SERIAL NO.

GEoLoGICAL SURVEY U-0141645

APPLICATIONFOR PERMITTO DRILL DEEPEN,OR PLUGBACK 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

f Ute Tribe Surface
1a. TTrz or woaK

DRiLL \3 DEERENO PLUG BACK 7. UNIT AGREEMENT NAME

b. TTrz or wara. Natural Buttes Unit
OIL GAS SINGLE AIULTIPLE 8. FARM OR LEASE NAME
WELL WELI. OTHER ZONE ZONE

2. NAME OF OPERATOR Natural Buttes Unit
Coastal Oil & Gas Corporation 9. WELL NO.

3. ADDRESS OR OPER&TOR Natural Buttes Unit #67
P.O. Box Denver, CO 80201 10. Isto PoqL, on wz oc

4. I.OCATION OF WEI.L (Report 1oestion clearly and in accordance with any State requirements.*) T e,,s.n > e
At surince

2184' FSL/778' FEL (NE SE) 11. .,2.,a. = oaa"ma"°

At proposed prod. zone
Same Section 29-T9S-R20E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREg!T TOWN OE POST OFFICE* 12. COUNTY OR PARISH 18. STATE

Approximately 15 miles SE of Ouray, Utah Uintah Utah
10. DISTANCE TROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACBES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR I.EASE I.INE, FT. ' 200 160(Also to nearest drlg. unit line, if any)

18. DISTANCE FRO31 PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COAtPI.ETED,
OR APPMED FOR, ON THIS IRASE. Fr. N A 7200 ' (wasatch) Rotary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. Arraox. DATE woaK WILL START*

4791' Ungr. Gr. 1/15/82
23. P OPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE BIZE ON' CASING i WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12-1/A". 9-5/8" 36# ---- ----700' 125 ex
8-3/4", 7-7/8" 4-1/2" 11.6# 7200' Sufficient cmt to cover 200'

the uppermost hydrocarbon zone
to protect the oil shale.

Fresh water aquifers will be protected when the long string
is run and cement is circulated back to surface.

Please see the attached supplemental information:
(1) Survey Plat
(2) Ten-point Program
(3) BOP Schematic 961
(4) Thirteen-point Surface Use Program

Gas Well Production Hook-up to follow on Sundry Notice. DIVISIONOF
OIL,GAS&MINING

IN ABOVE SPACE DESCRIBE PROPOSED Paoonax: If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
SInGNED

TITT DATE September 3. 1981

(This space for Federal or State odice use)

AFPROVED BY TTor DATE

CONDITIONS OF APPROVAL, IF



PROJECT

COASTAL OIL S GAS CORP.
Well location, N.B.U. # 6 7,

T 9 S R 20 E SLB & M '°cated as shown in the NE I/4
s s • • • SE I/4 Section 29, T9S, R 20 E ,

S.L.B.8 M. Uintoh County, Utah.
N S9°46'W NS9°25'W

40.51 40.42

29 '~.'°

z
778

H.B. U. # 67 CERTIFICATE

Dev. Urtgraded Grour>d - THIS IS TO CERTIFY TNAT THE ABOVE PLAT WAS PREPARED FROM

FlELO NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDER MY

479| SUPERVISION ANO THAT THE SAME ARE TRUE AND CORRECT TO THE
BEST OF MY KNOWLEDGE AND BELIEF

REGISTERED LAND SU R
REGISTRATION N2 3\37
STATE OF UTAH

UINTAH ENGINEERING a LAND SURVEYING
80.74 2 0 BOX Q - 8880UTH - 200 EAST

VERNAL, UTAH - e4o7eNS9°40°W
SCALE DATE

8 / 26 / SI
PARTY REFERENCES

D.K. J.P. S.8 GLO PlotX = Section Corners Located
WEATHER FILE

Foir COASTAL OIL &
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Natural Buttes Unit No. 67
Section 29-T9S-R20E

Uintah County, Utah 10-POINT PROGRAM

1. Geologic name of surface formation:

UINTA

2. The estimated tops of important geologic markers:

GREEN RIVER: 1720'

WASATCH: 5220'

3. The estimated depths at which anticipated water, oil, gas are expected to
be encountered:

WASATCH - 5220' GAS -

4. The proposed casing program, including the size, grade and weight per foot
each string and whether new or used:

9-5/8" - K-55, ST&C - 36# - NEW

4 -1/2" - N-80, LT&C - 11.6# - NEW

5. The operator's minimum specifications for pressure control equipment which is to
be used, a schematic diagram thereof showing sizes, pressure ratings and testing
procedures and testing frequency:

BOTTOM 3000# BOP W/4-1/2" pipe rams
3000# BOP W/blind rams
3000# Hydril

TOP: Grant rotating head

Manifold includes appropriate valves, positive and adjustable chokes and kill
line to control abnormal pressures.

BOP's will be tested at installation and will be cycled on each trip.

6. The type and characteristics of the proposed circulating medium to be employed
for rotary drilling and the quantities and types of mud and weighting material
to be maintained:

(Continued on Page



Natural Buttes Unit No. 67

10-POINT PROGRAM - PAGE 2

6. Continued --

The well will be drilled with fresh water from surface to 4500' with a
weight of 8.3 to 8.7 . From 4500' to TD the well will be drilled

with fresh wtr mud with a weight from 8.7 to 10.4 . Sufficient weighting

material (barite) will be on location to increase the mud weight if abnormal pres-

sure is encountered.

7. The auxiliary equipment to be used:
a. kelly cock
b. monitoring equipment on the mud system
c. a sub on the floor with a full opening valve to be stabbed into the drill

pipe when the kelly is not in the string.

8. The testingslogging and coring program to be followed:
No DST's are planned
No cores are expected to be cut.

LOGS: Dual Induction Laterolog
Compensated Neutron-Formatioè Density

9. Any anticipated abnormal pressures or temperatures expected to be encountered:

No abnormal pressures or temperatures expected
No hydrogen sulfide expected

10. The anticipated starting date and duration of the operation:

January 15, 1981
Three weeks'
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3000 psi Working Pressure BOP's

ADJUSTABLE CHOKE
A TO PŒ

----A & GAS
Busyta

R-BLINORAMS
HYDRAULIC CHOKE

FROM TO PIT
MUD & GAS

TO Pif
a GAS

CASING BUSTER
SPOOL

FROM
REMOTE

LOMTION

TO PIT.
1 a GAS

BUSTER
POSITIVE CHOKE

Test Procedure

1) Flush BOP's and all lines to be tested with water.
2) Run test plug on test joint and seat in casing head (leave valve below

test plug open to check for leak).
3) Test the following to rated pressure:

a) inside blowout preventer
b) lower kelly cock
c) upper kelly cock
d) stand pipe valve
e) lines to mud pump
f) kill line to BOP's

4) Close and test pipe raus to rated pressure.
5) Close and test Hydril to rated pressure.
6) Back off and leave test plug in place. Close and test blind rans to

rated pressure.
7) Test all choke manifold valves to rated pressure.
8) Test kill line valves to rated



COASTALOIL & GAS Œ)RPORATION

13 Point Surface Use Plan

for

Well Location

N.B.U. #67

Located In

Section 29, T9S, R20E, S.L.B.& M.

Uintah County,



COASTALOIL & GAS OOR RATION
N.B.U. #67
Section 29, T9S, R20E, S.L.B.& M.

1. EXISTING ROADS

See attached Topographic Maps "A" & "B".

To reach COASTALOIL & GAS ODRPORATION, well location site N.B.U. #67located in the NE 1/4 SE 1/4 Section 29, T9S, R20E, S.L.B.& M., Uintah
County, Utah:

Proceed Westerly out of Vernal, Utah along U.S. Highway 40 - 14 milesto the junction of this road and Utah State Highway 209; proceed South
along Utah State Highway 209 - 7 miles more or less to the junction ofthis Highway and the Utah State Highway 88; proceed Southerly on Highway88 - 10 miles to Ouray, Utah; proceed along South on a county road knownas the Seep Ridge Road 4.4 miles to its junction with a dirt gas fieldservice road to the South; proceed in a Southerly direction along thisroad 1.5 miles to its ,junction with the proposed access road (to bediscussed in Item #2).

The highways mentioned above are bituminous surfaced roads to Ouray,Utah and are maintianed by State road crews.

The county road known as the Seep Ridge Road is surfaced with nativeasphalt for + 4 miles and is then a gravel surface road. The above
decribed county road is maintained by county road crews and will requireno further maintenance. The dirt gas field roads described above are dirtsurfaced road that were built out of the native materials of the areawhich were accumulated during their construction. These materials consistof light brown sandy clay materials with some poorly graded gravels.These gas field roads will be maintained by COASTAL OIL & GAS 00RPORATIONor its sub-contractors, this maintenance will consist of some minor grader
work to smooth road grades and for snow removal.

There is no
.anticipated construction on any portion of the above

described roads. They will meet the necessary standards required tofacilitate an orderly flow of traffic during the drilling phase,completion phase, and production phase of this well at such time thatproduction is established.

2. PLANNED-ACCESS ROAD

See Topographic Map "B".

The proposed access road leaves the existing road described in Item #1in the NE 1/4 Se 1/4 Section 29, T9S, R20E, S.L.B.& M., and proceeds in aEasterly direction 100' to the proposed location site.

This proposed road is relatively flat.

Page



O - OODASTALOIL & GAS CORPORATION
N.B.U. #67
Section 29, T9S, R20E, S.L.B.& M.

The grade along this road will be relatively level, the maximum grade
along this road will not exceed 85. The vegetation along this road
consists of sagebrush and grasses with large areas devoid of an
vegetation.

The proposed access road will be an 18' crown road (9' either side ofthe centerline) with drain ditches along either side of the proposed road
where it is determined necessary in order to handle any run-off from
normal meteorological conditions that are prevalent to this area.

Back slopes along the cut areas of the road will be 1 1/2 to 1 slopes
and terraced.

The road will be centerline flagged prior to the commencement of
construction. This road will be constructed out of the native materials
which will be accumulated during its construction.

It is not anticipated at this time that there will be any turnouts
required along this road, however, if at any time of the onsite
inspection, it is determined that ine is necessary, then it will beconstructed according to the specifications for turnout installation inthe Oil & Gas Surface Operation Manual.

It is not anticipated that there will be any culverts required along
this road as it crosses no drainages of any consequence.

There are no fences encountered along this access road, there will be
no gates or cattguards required.

3. EXISTING WELLS

There are approximately 4 existing producing gas wells within a onemile radius of this location site. See Topographic Map "B" for the
location of these wells relative to the proposed location site.

There are no water wells, abandoned wells, temporarily abandoned
wells, .disposal wells, drilling wells shut-in wells, injection wells,
monitoring or observation wells for other resources located within aone-mile radius of this location site.

4. LOCATION-GF-EXISTING AND PROPOSED-FACILITIES

At the present time there are existing facilities belonging to COASTAL
OIL & GAS CORPORATIONwithin a one-mile radius of this location site.
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00ASTAL OIL & GAS COR ATION
N.B.U. #67
Section 29, T9S, R20E, S.L.B.& M.

In the event that production is established at this location theproduction will be contained within the location site until a gas line canbe run from this location to existing lines in the area. The exact
location of this line is not.known at this time. Detailed plans for thisline will be submitted to the appropriate agencies before constructionbegins, showing the approximate final location of the facilities.

All areas used to contain these production facilities will be builtout of the native materials accumulated during their construction. These
facilities will be constructed using graders, bulldozers, and workmancrews to construct and place the proposed facilities.

The proposed gas flow line will .l>e an 18' right-of-way.

If there is any deviation from the above, all appropriate agencies
will be notified.

5. LOCATION-AND TYPE OF WATER SUPPLY

Water to be used for the drilling and production of this well will behauled by truck from the White River at a point in the SE 1/4 NW 1/4Section 4, T9S, R20E, S.L.B.& M. 6.2 miles over the roads described inItems #1 & 2.

In the event the above source cannot be improvised other arrangementswill be made and all concerned agencies will be notified. All permits andecessary requirements will be strictly adhered to.

There will be no water well drilled at this location site.

6. SOURCE-OF-CONSTRUCTION MATERIALS

All construction material for this location site and access road shallbe borrow material accumulated during construction of the location siteand access road. No additional road gravels or pit lining material fromother sources are anticipated at this time, but if they are required, theappropriate actions will be taken to acquire them from private sources.

The native materials that will be used in the construction of thislocation site and access road will consist of a sandy-clay soil andsandstone and shale materials gathered in actual construction of the roadand location.

7. METHOÐSOF-HANDLING WASTE-DISPOSAL

See Location Layout Sheet.

A reserve pit shall be constructed.

The reserve pit will be 8' deep and at least half of the depth of thereserve pit shall be below the existing ground surface.
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O OCOASTAL OIL & GAS 00RPORATION
N.B.U. #67
Section 29, T9S, R20E, S.L.B.& M.

One-half of the reserve pit will be used as a fresh water storage area
during the drillig of this well and the other one half will be used to
store non-flammable material such as cuttings, salts, drilling fluids,
chemicals, produced fluids, etc.

If deemed necessary by the agencies concerned, to prevent
contamination to surrounding areas, the reserve pit will be lined with a
gel.

The pits will have wire and overhead flagging installed at such time
as deemed necessary to protect the water fowl, wildlife, and domectic
animals.

At the onset of drilling, the reserve pit will be fenced on three
sides and at the time the drilling activities are completed, it will be
fenced on the fourth side and allowed to dry completely prior to the timethat backfilling and reclamation activities are attempted.

When the reserve pit dries and the reclamation activities commence,
the pits will be covered with a minimum of four feet of soil and all
requirements of Item #10 will be followed.

A portable trash basket will be place on the location site and alltrash wil be hauled to the nearest Sanitary Landfill.

A portable chemical toilet will be supplied for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and
none foreseen in the near future.

9. WELL SITE-LAYOUT

See attached location layout sheet.

The B.I.A. Representative shall be notified before any construction
begins on the proposed location site and road.

As mentioned in Item #7, the pits will be unlined unless it is
determined by the representatives of the agencies involved that the
materials are too porous and would cause contamination to the surrounding
area; then the pits will be lined with a. gel and any other type of
material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat
and orderly sequence.
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COASTALOIL & GAS ODR ATION
N.B.U. #67
Section 29, T9S, R20E, S.L.B.& M.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall be
stripped and stockpiled. (See location layout sheet and Item #9). When
all drilling and production activities have been completed, the location
site and access road will be reshaped to the original contour and
stockpiled topsoil spread over the disturbed area.

Any drainages re-routed during the construction activities shall be
restored to their original line of flow as near as possible. Fences
around pits are to be removed upon completion of drilling activities and
all waste being contained in the trash basket shall be hauled to the
nearest sanitary landfill.

Restoration activities shall begin within 90 days after completion of
the well. Once Restoration activities have begun, they shall be completed
within 30 days.

When restoration activities have been completed, the location site and
access ramp shall be reseeded with a seed mixture recommended by the
B.I.A. Representative when the moisture content of the soil is adequate
for germination. The Lessee further covenants and agrees that all of said
clean-up and restoration activities shall be done and performed in a
diligent and most workmanlike manner and in strict conformity with the
above mentioned Item #1 and #10.

11. OTHER-INFORMATION

The Topography.of the General Area-- (See-Topographic Map "A")

The area is a large basin formed by the Uinta Mountains to the North
and the Book Cliff Mountains to the South. The White River is located
approximately 4 miles to the North of the location site, and Willow Creek
is approximately 2.5' to the Southwest.

The majority of the washes and streams in the area are non-perennial
in nature with the only one in the area having a year round flow being
the White River and Green River to the North and Willow Creek to the West,
of which the numerous washes, draws and non-perennial streams are
tributaries to.

The majority of the surrounding drainages are of a non-perennial
nature with normal flow limited to the early spring and extremely rare
heavy thunderstorms, or rainstorms of high intensity that lasts over an
extended period of time and are extremely rare in nature as the normal
annual precipitation is only 8".

All drainages in the immediate area are non-perennial streams and flowto the North and are tributaries to the White River.
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O O
COASTALOIL & GAS ODRPORATION
N.B.U. #67
Section 29, T9S, R20E, S.L.B.& M.

The soils of this semi-arid area are of the Uinta Formation andDuchesne River Formation (the Fluvial Sandstone and Mudstone) from the
Eocene Epoch and Quaternary Epoch (gravels surfaces) and the visible
geologic structure consists of light brownish-gray clays (OL) to sandy
soils (SM-ML) with poor gravels and shales with outcrops of rock
(sandstone, mudstone, conglomerates and shales).

Due to the low precipitation average, climatic conditions and themarginal types of soils, the vegetation that is found in the area are
common of the semi-arid region we are located in and in the lowerelevations of the Uintah Basin. It consists of, as primary flow areas of
sagebrush, rabbitbrush, some grasses, and cacti and large areas of baresoils devoid of any growth in the areas away from and in the vicinity ofnon-perennial streams and along the areas that are formed along the edgesof perennial streams, cottonwood, willows, tamarack sagebrush,
rabbitbrush, grasses and cacti can be found.

The fauna of the area is sparse and consists predominantly of the mule
deer, coyotes, pronghorn antelope, rabbits, and varieties of small ground
squirrels and other types of rodents, and various reptiles common to this
area.

The birds of the area are raptors, finches, ground sparrows, magpies,crows, and jays.

The area is used by man for the primary purpose of grazing domesticlivestock.

The-Topography of-the Immediate Area - (See Topographic Map "B ).
N.B.U. #67 is located on a relatively flat area approximately 2 miles

East of the Willow Creek.

The geologic structure of the location is of the Uinta Formation and
consists of light brownish-gray clay (SP-PL) with some sandstone outcrops.

The ground slopes through this location site from the Southeast
through the site to the Northwest at approximately a 4.2% grade.

The location is covered with some sagebrush and grasses.

The total surface ownership affected by this location is administred
by the B.I.A.

There are no occupied dwellings or other facilities of this nature inthe general area.

There are no visible archaeological, historical, or cultural siteswithin any reasonable proximity of the proposed location site. (See
Topographic.Map "B").
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O O
• 00ASTAL OIL & GAS ODRPORATION

N.B.U. #67
Section 29, T9S, R20E, S.L.B.& M.

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

COASTAL OIL & GAS CORPORATION
P.O. Box 749
Denver, CO. 80201

1-303-572-1121

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision have
inspected the proposed drill. site and access route; that I am familiar
with the conditions which presently exist; that the statements made inthis plan are to the best of my knowledge true and correct; and that the
work associated with the operation proposed herein will be performed by
COASTAL OIL & GAS CORPORATION and its contractors and sub-contractors in
conformity with this plan and the terms and conditions under which it is
approved.

Date

Senior Engineer
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** FILE NOTATIONS**

DATE: ). / , jfy/

OPERATOR:

WELLNO:

Location: Sec. T. & R. ?a Ç County:

F¿te Paepot.ed: EnteAed on W.I.D:

Caxd Indexed: Complet¿on Sheet:

An Humbex y - dg g- g/ pg

CHECKEDBY:

Petroleum Engineer:

Director: ? /

Administrative Aide: _¿S) en

APPROVALLETTER:

Bond Required: Saxvey Pfat Requi ed

Oxdem Wo. 0.K. Rufe C-3

Rufe C-3 (c) , TopogAaphie. Except¿on - company owns ok cond oLs acteage
with¿n a 660' tad¿ws og pxoposed á¿te

Lea.se Dealgnation Plotted on Map

Appkoval Lettet 0/A¿tten

Hot L¿ne P. I
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September 15, 1981

Coastal Oil ä Gas Corp.
P. 0. Box 749
Denver, Colo. 80201

RE: Well No. Natural Buttes Unit #67,
Sec. 29, T. 93, R. 20E,
Uintah Count.y, Utah

Insofar as this office is concerned, approval to drill the above
referred to gas well is hereb.y granted in accordance with Section 40-6-11,
Utah Gode Annotated 1953, and predicated on Rule A-3, General kules and
Regulations and Rules of Practice and Procedure.

Should you determine that it will oe necessary to plug and acandon
this well, you are hereby requested to igglediate_ly notify the following:

MICHAELT. MINDER- Petroleum Engineer
Office; 533-5771
Home: 876-30û1

Enclosed please find Fona 0GC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will De appreciated.

Further, it is requested that this Division ne notified within 24 nours
after drilling operations commence, and that the drilline contractor and rig
number be identified.

The API number assigned to this well is 43-047-31085.

Sincerely,

DIVISIONOF GIL, GASANDMINING

Cleon 8. Feight
Director

CBF/dh
CC;



Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENTOF THE INTERIOR U-0141645

GEOLOGICAL SURVEY 6. IF INDIAN,ALLOTTEE OR TRIBE NAME

Ute Tribe Surface
SUNDRY NOTICESAND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to dri or to deepen or plug back to a different Natural Buttes Unit
reservoir. Use Form 9-331-C for such prop sals.) 8. FARM OR LEASENAME

1. oil gas Natural Buttes Unit
well O wen Ð othe 9. WELL NO.

2. NAME OF OPERATOR Natural Buttes Unit No. 67
Coastal Oil & Gas Corporation 10. FIELD OR WILDCATNAME

3. ADDRESS OF OPERATOR Undesignated
P.O. Box 749, Denver, CO 80201 11. SEC., T., R., M., OR BLK. AND SURVEYOR

4. LOCATION OF WELL (REPORT .OCATION CLEARLY. See space 17 AREA

below.) Section 29-T98-R20F,
AT SURFACE: 2184' FSL/ 78' FEL (NE SE) 12. COUNTYOR PARISH 13. STATE
AT TOP PROD. INTERVAL: Same Uintah Utah
AT TOTAL DEPTH: Same 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-047-31085
REPORT, OR OTHER DATA 15. ELEVATIONS(SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
4791' Ungr. Gr.

TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)

MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other) Proposed Gas Well Prod. Hookup

17. DESCRIBE PROPOSED OR COÑIPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

SUPPLEMENT TO APPLICATION FOR PERMIT TO DRILL

(1) PROPOSED GAS WELL PRODUCTION HOOKUP

(A) TYPICAL WEL HEAD INSTALLATION
(B) TYPICAL MAlf LINES AND PIPE ANCHOR DETAIL

(2) PROPOSED PIPELINE MAP

(3) PROPOSED ROAD AND FLOW LINE AND PIPELINE RIGHT OF AY

FOR ON-SITE CONTACT: IRA K. McCLANAHANAT (303) 473-2300

Subsurface Safety Valve: Manu. and Type Set Ft.

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse



DEWYORATOR
3 PHASE ^N .

WELL HEATED SEPARATOR METER PIPELINE

100 50' 25'

HYOROCARSON
STORAGE

TANK

COASTAL OIL & GAS CORPORATION
DENVER, COLORADO

Natural Buttes Unit No. 67
Section 29-T9S-R20E

Uintah County,
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Statement for permit to lay flow line, to be included with application for
Drilling Permit:

Upon approval of all concerned regulatory agencies, CIG proposes to
install a sdrface flow line from NBU 67 in a northwesterly direction
through the E/2 of Section 29 connecting to Line F143-4" in the NE/4 of
Section 29, all in 98-20E. The line will be approximately 2,600' long, as
shown on the attached sketches.

Pipe will be 4-1/2" O.D. x .125" W.T., Grade X-42 EW. It will be
butt-welded in place, using portable electric welding machines, and will be
laid aboveground except where burîal is necessary for road crossing,
ditches, or other obstructions. Magnesian anodes will be installed at the
dehydrator, meter setting, road crossings, underground piping at stream
crossings, and at producer's separator for corrosion protection.

CIG will connect to producer's separator and install dehydration and
metering facilities within 100' of the connection.

Some damage will be incurred by trucks transporting pipe and welding
equipment over the pipeline route, but surface disturbance will be held to
a min
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Form 9-331 Form Approved.

Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES I 5. LEASE
DEPARTMENT OF THE 1NTERIOR U 0141645

GEOLOGICAl,SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME
Ute Tribe Surface

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different NatUTal EUttBS Unit
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

1. oil gas Natural Euttes Unit '
well wel other 9. WELL NO. ; -

.'

2. NAME OF OPERATOR Natural Buttes Unit No. 67
Coastal Oil & Gas Corporation 10. FIELDOR WILDCAT NAME -

3. ADDRESS OF OPERATOR Undesignated
P.O. Box 749, Denver, CO 80201 11. SEC., T., R., M., OR BLK. AND SURVEY OR

.4. LOCATION OF WELL (REPORT LOCATION CLEARtY. See space 17 AREA

below.) . Section 29-T98-R207
AT SÙRFACE: 2184' FSL/778' FEL (NE SE) 12. COUNTYORPARISH 13. STATE
AT TOP PROD. INTERVAL: Same Ulntah UtabAT TOTAL DEPTH: Same 14.. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-047-31085
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB AND WD)

4791' Uner.- GrREQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT O O
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Repen results of multiple comp etion or 2one
PULL OR ALTER CASING .

- change on Form 9-330.)
MULTIPLE COMPLETE
Cl-IANGE 2ONES .
ABANDON*
(other) Change Casing Program X

7. Dr,acnist Pnnvoann nn cumrutTr.D OPenATroNa (Clently simir nil pertinent details, and rive pertinent dates, including esti!Dated date of start ng an
proposed work. If well is directionally drilled, rive subsurface locations and measured and true vertical depths for all markers and mones pert -

"'""° '*°' It is proposed to change casing program FROM:
PROPOSED CASING. AND CEMENTING PROGRAM

syre or riot: siza or CAg:No wrionT ren voor erTTING DEPTa , ODANTITÝor Ö¾MENT

12½" 9-5/8" 36 200' in ce

OF µTAH Of i 10N OF isolate the hydrocarbon bearing
O1L,GAS, MINING zones, the on s 21e a shanos

ground water.

BY
PROPOSED CASING AND CEMENTING PROGRAM

sitr, or noi,x size or CARING woinnT Pra vooT _BETTING otrTH QUANTITT OF C MWNT

124" 9-5/8" 36#
. ..

200' 125 ex -

7-7/8" 5½" 17#
_

7000' Circulate rmÈfo n fece to nroverly
Subsurface Safety Valve: Manu. and Type isolate the hy'drocarbon bearing

zones the oil _shale & shallow
18. I hereby certify t t e ing is true and correct groun water.
SIGNED TITLE 0 1 St T19 e DATE June 29, 1982

- E, b Manager
(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY.

'See Instructions on Reverse



O O
Coastal Oil & Gas Corporation
Well No. 67
Section 29, T.9S., R.20E.
Uintah County, Utah
Natural Buttes Unit
Lease U-0141645

Supplemental Stipulations

1. Operator employees, including subcontractors, will not carry fire-
arms or other weapons that may be used to kill game animals.

2. Operator employees, including subcontractors, will be confined to
established roads and well sites. The purpose of this is to prevent
soil erosion, and to prevent harassment of game animals or livestock
with off-road vehicles such as snowmobiles, motorcycles, 4-wheel drives,
etc.

3. Operator employees, including subcontractors, will not gather fire
wood along roads constructed by operators. It is the policy of the
Ute Indian Tribe and the Bureau of Indian Affairs to require wood permits
from the Forestry Section of B.I.A. for both Indians and non-Indians
harvesting wood from the Uintah and Ouray Reservation.

4. Abandoned well sites, roads, or other disturbed areas will be re-
stored to near their original condition. This procedure will include:
(a) stockpiling the top soil, (b) establishing original ground contour,
(c) re-establishing irrigation systems where applicable, (d) re-establish-
ing top soil to the ground surface on disturbed areas, (e) re-establishing
soil conditions in irrigated fields in such a way as to insure cultivation
and harvesting of crops and (f) insuring revegetation of the disturbed
areas to the specifications of the Ute Indian Tribe or the B.I.A. at
the time of abandonment.

5. Production water will be disposed of at approved disposal pits or
injection wells. The injection well or disposal pit used will be identi-
fied by legal description.

6. All roads constructed by operators on the Uintah and Ouray Indian
Reservation will have appropriate signs. Signs will be neat and of
sound construction. They will state: (a) that the land is owned by
the Ute Indian Tribe, (b) the name of the operator, (c) that firearms
are prohibited to all non-Ute Tribal members, (d) that permits must
be obtained from the B.I.A. before cutting firewood or other timber
products and (e) only authorized personnel permitted.

7. It is the policy of the B.I.A. and the Ute Indian Tribe to make
right-of-ways available, without cost, to operators when both mineral
rights and surface rights are owned by the Ute Indian Tribe. If the
surface rights are owned by the Ute Indian Tribe and mineral rights
are owned by another entity, the right-of-way will be approved and charges
will be assessed for damages prior to the time the operator begins any
construction activities. If the surface is owned by another entity and
the mineral rights are owned by the Ute Indian Tribe, right-of-ways must
be cleared with the other
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Page 2

8. If water or fill materials are needed in constructing roads, well
sites, or are used in the drilling process, proper permits are needed.
Information for permits will include: (a) the approximate amount of
water or materials needed, (b) location and ownership of the water rights
or materials to be used and (c) the approximate amount of time the water
or materials will be used.

9. When soils are disturbed and natural vegetation destroyed, it is
a natural process for annual weeds to invade the site. Often noxious
weeds will grow, especially along roadways where seeds can be carried
from place to place in dust and mud collecting on motorized vehicles.
The operator will submit a plan for controlling noxious weeds along
right-of-ways for roads, pipelines, well sites or other applicable
facilities. A list of noxious weeds can be obtained from the appropriate
county.

10. Candy wrappers, beverage cans, construction materials, etc., will
not be littered along roadways or other sites. The operator will
initiate a procedure to keep the sites free from litter, and keep them
groomed in a neat and professional condition.

11. A bench mark will be established near each well site in a location
where it will not be destroyed. The bench mark will be set in concrete
with a brass cap. The brass cap will show the well number and elevation
to the nearest one-tenth of a foot. The cuts/fills for the well site
will also show elevations in relation to the bench mark.

12. Obtain right-of-ways and permit from the BIA and Ute Tribe.

13. Production facilities will be painted a gray-tan color to blend
in with the natural surroundings.

14. The east edge of the location will be bermed to divert water from
the location.

15. Production are attached for gas flowline. Flowlines will be placed
on the surface.

16. Adequate and sufficient electric/radioactive logs will be run to
locate and identify the prime oil shale horizons in the Green River
formation. Casing and cementing programs will be adjusted to eliminate
any potential influence of the well bore or productive hydrocarbon zones
on the oil shale resource. Surface casing program may require adjustment
for protection of fresh water aquifers. (See attached tentative casing
and cementing program for the Uinta
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17. Flowlines will parallel access road whenever possible.

18. Flowlines will be installed above ground with no removal of
vegetation except that damage caused by vehicles transporting pipe andequipment.

19. Where pipelines must be buried to cross under roads, the disturbed
land areas shall be re-vegetated to adapted plant species determined bythe appropriate Bureau of Indian Affairs Representative.

20. The operator shall assume the responsibility of maintaining the
facilities in a safe operable condition and avoid or cleanup any
foreign material that may distract from the natural



ADDill0AAL S11PULAll0NS FOR PRODUCTl0N FACltlTIES
Your Application for it to Drill also include sub:nittal for production
facilities. These production facilities are apprdved for the lessee and hisdesig-nated.operator under Section 1 of the Oil and Gas Lease with the
following conditions:

(1) The oil and gas measurement facilities must be installed on the
well location. The oil and gas meters will be calibrated in place prior
to any deliveries. Tests for meter accuracy are to be conducted monthly
for the first three months on new meter installations and at least quarterly
thereafter. Please provide this office with a date and time for the initial
meter calibration and all future meter proving schedules. A copy of the
meter calibration reports are to be submitted to the Salt Lake City District
Oil and Gas Supervisor. Royalty payments will be made on all production

.

volume as determined by the meter measurements or the tank measurements. All
measurement facilities must conform with the API standards for liquid
hydrocarbons and the AGA standard for natural gas measurement.

(2) Gas meter runs for each well will be located within 500 feet
of the wellbead. The gas flowline will be buried from the wellhead to
the meter and 500 feet downstream of the meter run or any production
facilities. Meter runs must be housed and/or fenced.

(3) All disturbed areas not required for operations will be rehabilitated.

(4) All produced liquids must be contained including the dehydrator vent/
condensate line effluent. All production pits aust be fenced.

(5) The well activity, the well status and the date the well is placed
on production must be repor_ted on Lessee's Monthly Report of Operations,
Form 9-329.

(6) All off-lease storage, off-lease measurement, or commingling
on lease or off-lease must have written approval.

(7) All product lines entering and leaving hydrocarbon storage .

tanks must be locked/sealed.
(8) You are reminded of the requirements for handling, storing, or

disposing of water produced from oil and gas wells under NTL-28.
(9) All materials, trash, junk, debris, etc. not required for

production must be removed from the well site and production facilit_y
site at the completion of these operations.

(10) A copy of the Gas Sales Contract will be provided to t'nis
office and the Royalty Accounting Departnent as directed.

(11) Construction and maintenance for surface use approved under this
,plan should be in accordance with the surface use standards as set forth in

the BLM/GS Oil and Gas Brochure entitled, "Surface Operating Standards for Oil
and Gas Exploration and Development." This includes, but is not limited to,
such items as road construction and maintenance, handling of top soil önd
rehabilitation.

(12) "Sundry Notice and Reports on Mells" (form 9-331) will be filed for
all changes of plans and other operations in accordance with 30 CFR 221.58.
Emergency approval may be obtained verbally, but such approval does not waivethe written report requirement. Any additional construction, reconstruction,
or alternations ~of

facilities,,including.roads, gathering lines, batteries,measurement facilities, etc., Pill reouire the filing of a suitable plan and
prior approval by.the survey.



2000 Administration Building
1745 West 1700 South

Salt Lake City, Utah 84104

. February 2, 1981

General Outline for the Protection and Isolation of Ground Water .

and Oil Shale in the Uinta Basin.

The oil shale occurs with varying thicknesses in most parts of the Uinta
Basin and at varying depths. Ground water also occurs at varied depths ·

above and below the Oil Shale. These ground waters have varying degrees ·

of salinity. Nonetheless, drilling for hydrocarbon in the Uinta Basin
should provide for the protection of the oil shale and the ground water
if either is present. --. ..

The protection of the oil shale and the ground water can effectively be
carried on through the design of an adequate casing and cementing program
for each well dril·1ed in the area. <

In the Uinta Basin, water occurs mainly in the Uinta and the Green River
formations. As drilling for hydrocarbon gets deeper into the crust of the
earth, more ground water might be encountered and will be protected as it
is encountered.

This notice's purpose is to attempt to lay the groundwork for a casing
program and cementing program that will protect the oil shale and the
ground water if present.

These programs are to be considered as guidelines. The specificity of
casing depth, amount of cement and the depth of staging collars will be
considered on an individual basis after a carefuT study of the logs of
each individual well. Cementing from the bottom up is an economical
solution if carefully conducted.

The casing and cementing program presented here as an e ample, will assumethat fresh water was encountered in the upper parts of the Green River, that
the oil shale occurs in the middle of the Green River (1000 foot section)
and that some ground water is encountered in the Tower parts of the Green
River.

In this case, three areas will have to be cemented to assure the integrityof the ground water and oil shale: These areas are above the upper fresh
water, across the oil shale and below the lower wated aquifer. Deepaquifers that do not contain useful water are cemented to prevent water
zone influence on production.

The following casing and cementing program will be appropriate for thisexample:

A. Surface casing is set at approximately 300'feet and cementedto the surface.



8. The next casing string will be set at approxitnately 300 feet
bel.ow the lowest aquifer. Cena ating will. Le done in three
stages, using two stage collars and cement baskets or
equivalent as described below and on attached sketches:

1. .Cement first stage through the casing shoe to fill annulus
back to base of lower aquifer.

2. Place 1st stage collar (with coment basket immediately below)
at a selected point at the base of the oil shale. Cement
will have to reach top of oil shale.

3. Place 2nd stage col.lar (with cement.basket immediately
below) 50 feet above the top of the Bird's Nest aquifer
and cement to at least 300 feet above the stage collar.

C. The above is an example. ReasonabTe equivalents that accomplish
these same protective measures, (such as cementing the water
zones instead of isolating them), depending on the individual cases
will be considered for approval.

D. When the above mentioned well is to be abandoned, inner-casing
.plugs Will havá to.be placed at the same depth as the above

mentioned annulus cement jobs.

The use of cement bond logs will verify the authenticity of the cement job
performed.

E. . The Operator of such well-should notify U.S.G.S. 48 hours priorto _commencement of casing and cementing activity, so a technician
could be dispatched to witness the operations to verify compliance
with casing and cementing program.

Attached Sketches:

1. Schematic of the required casing and cementing program.

2. Cross section of the Uinta Basin.

3. Schematic of the general ground water protection program.

' E. W. Guynn
District Oil and Gas Supervisor .
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PROJECT

COASTAL OIL & GAS CORP.
Well loco tion, N.B.U. # 6 7,

T 9 S R 20 E S. LB & M tocated as shown in the NE I/4
SE I/4 Section 29, T9S , R 20 E ,

S.L.B.8 M. Uintah County, Utah.
N 89°46'W N89°23'W

40.51 40.42

29
778

H.B. U. # 67 CERTIFICATE

Elev. Utgraded Grourid - THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM
FIELD NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDER MY

479/ SUPERVISION AND THAT THE SAME ARE TRUE AND CORRECT TO THE
BEST OF MY KNOWLEDGE AND BELIE

o

REGISTERED LAND SU R
REGISTRATION NS 3|37
STATE OF UTAH

UINTAH ENGINEERING Br I..AND SURVEYING

80.74 R O.BOX Q - 8880UTH - 200 EAST

N8 9 40 W
VERNAL, UTAH - 8 4078

scALE
\" =

1000, DATE

PARTY REFERENCES
D.K. J.P. S.8 GLO Plot

4 X = Section ,Corners Located
WEATHER FILE

Fair COASTAL OIL 8



STATEOF UTAH
Scott M. Matheson, GovernorNATURALRESOURCES& ENERGY Ternple A. Reynolds, Executive DirectorOil, Gas & Mining

Cleon B. Feight, Division Director
4241 State Office Building • Salt Lake City, UT84114 - 801-533-5771

November 10 , 10ß2

Coastal Oil & Gas Corporation
P. O. Box 749
Denver, Colorado 80201

Re: See attached page

Gentlemen:

'Ihis letter is to advise you that the Well Completion or RecompletionReport and Ing for the above mentioned wells are due and have not been filedwitn this office as required by our rules and regulations.

Please complete the enclosed Form OGC-3, in duplicate, and forward them tothis office as soon as possible.

Tnank you for your cooperation relative to the above.

Very truly yours,

DIVISION OF OIL, GAS ANDMINING

Cari Furse
Clerk Typist

CF/cf
Eaclosure

Board /Chodes R Henderson, Chairman • John L Bell - E. Steele McIntyre • Edward T BeckRobert R. No on • Margaret R. Bird • Herm



O
Well No. Natural Buttes Unit #67
Sec. 29, T. 9S, R. 20E.
Uintah County, Utah

Well No. Natural Buttes Unit #44
Sec. 34, T. 9S, R. 20E.
Uintah County, Utah

Well No. Natural Buttes Unit #71
Sec. 1, T. 108, R. 21E.
Uintah County, Utah

Well No. Natural Buttes Unit #76
Sec. 26, T. 10S, R. 21E.
Uintah County,



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive Director
Oil, Gos & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

April 13, 1983

oastal Oi71 Gas Corporation NOTICE
Denver, Colorado 80201

Re: Well No. N.B.U. # 67
Sec. 29, T. 95, R. 20E.
Uintah County , Utah

Well No. N.B.U. # 71
Sec. 1, T. 10S, R. 21E.
Uintah County , Utah

Gentlemen:

This letter is to advise you that the Well Completion or Recompletion
Report and Ing for the above mentioned wells are due and have not been filed with
this office as required by our rules and regulations.

Please complete the enclosed Form OGC-3, in duplicate, and forward them to this
office as soon as possible.

**You are in violation with the above rule. If you wish to continue developing
business in the State of Utah, compliance with pertinent rules and regulations is
essential. Further delay in your attention to the above matter may result in
punitive action. Please submit the required information as stated above within
fifteen (15) days.

Respectfully,

DIVISION OF OIL, GAS AND MINING

Cari Furse
Well Records Specialist

CF/cf
Enclosure

Board Charles R. Henderson, Chairman - John L Bell • E Steele Mcintyre Edward T. Beck
Robert R. Norman - Margaret R. Bird · Herm



1050 Seventeenth Street - Suite 2100Coastal Oil & Gas Corporation Pos10ffice Box 749
Denver, Colorado 80201-0749

Phone(303]S72-1121

April 18, 1983

State of Utah
4241 State Office Building
Salt Lake City, Utah 84114

ATTN: Cari Furse/Well Records Specialist

RE: Natural Buttes Unit #67
Sec. 29-T9S-R20E
Uintah County, Utah

Natural Buttes Unit #71
Sec 1-T10S-R21E
Uintah County, Utah

Dear Cari:

In response to your letter of April 13, 1982 regarding the above
mentioned wells, we apologize for the delay in notifying you of the
status on these locations.

Ne are requesting that the Natural Buttes Unit #67 be cancelled.
Notification of this cancellation has been given to the MMS. We under-
stand that if Coastal Oil & Gas Corporation decides to drill this well
in the future that a new application for permit to drill will need tobe submitted for approval.

Regarding the Natural Buttes Unit #71, enclosed please find our
Notice of Plugging and Completion Report.

To alleviate any future problems regarding the permitting or statusof wells, please dget n coges e ggh agtyge e ion

Again, I apologize for the delay.

Sincerely,

Sandra N. Crowell
Drilling Department E©EO

SNC/sne

APR? E 1983Enclosures
cc: File

B. Nelson



Oil and Gas Operations
2000 Administration Building

1745 Rest 1700 South
Salt Lake City, Utah 84104

May 25, 1983

Coastal Oil & Gas Corporation
P. O. Eox 749
Denver, Colorado 80201

Re: Reacind Applications for Permit
to Drill
Well No. 4-15-9-20 GR - · A
Section 15, T. 9 S., R. 20 E.
Lease U-0144868

Well No. 67 - ·

Section 29, T. 9 S., R. 20 E.
Lease U-0141645

Wall No. 100D-13-9-21J ~

/ .Ñ-
Section 13, T. 9 S., R. 21 E.
Lease U-01193

Vell 101D-20-9-21J --

Section 20, T. 9 S., R. 21 E.
Lease U-0575

Well No. 78 - ·

Section 30, T. 9 S., R. 21 E.
Lease U-0581
All in Uintah County, Utah
Natural Buttes Unit

Gentlemen:

The Applications for Permit to Drill the referenced wells were
approved April 23, 1982, October 1, 1982, July 27, 1982, July 29, 1982,
and October 29, 1982 respectively. This office is rescinding the
approvals for the referenced per your letter request dated March 29,
1983.

Sincerely,

(ORIG. SGD.) W. P. MARTENS
DrillingUnit Superviso.r

E. V. Guynn

bec: SMA Chief, Branch of Fluid Minerals

State O&G
State BLM
APD Control
well File
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